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1.  Fill the water reservoir to the max level

2.  Connect the gray device tubing to the AQUECOOL      device

3.  Plug the power cord into an electrical outlet

1.  Place Mask under chin and on face
(Neck strap can be worn to support the weight of the tubing).

1. (continued)  Place Mask on face

2.  Connect the Mask to the gray device tubing

4. 
     connectors until you hear each one click

To disconnect Mask, �rmly press silver metal tabs on

To Use the Mask:

To Use the MaskFeatures:

a) Device tubing: (gray).
b) Water level window: add water to MAX �ll line. DO NOT

over�ll.
c) On/o� switch Press �rmly to turn device on or o�. 
    Green light will illuminate when device is on.
d) Temperature control knob: use control knob to adjust
     water temperature.
e) Quick disconnects: (white) press silver tabs to quickly
     disconnect Mask. Turn o� the AQUECOOL   device
     before disconnecting Mask. To reconnect, insert the
     connectors until each one clicks.
f)  Reservoir �ll cap: use distilled or �ltered water.

• Attach Velcro on top of head.
• Adjust for comfort and gentle
compression.

• Cross each compression strap
   behind head by attaching
   Velcro above ears.
• Adjust cheek splint so that
  Mask forms to cheeks.

• Check water level.
• Adjust temperature with temperature control knob.

• Fasten Velcro tabs to straps on
  side of head.

• Adjust nose splint so Mask
  forms to nose and under eyes.

MaskTube Diagram

TM

AQUECOOL    Full Face & Neck Mask: TM

g) Adjustable head strap:  
     use the Velcro to adjust compression to the face.
h) Ear holes: 
     Mask to apply compression to any swollen areas. 
i)  Compression strap: angle strap to apply compression
     to swollen areas behind ear.
j) Eyelid Flaps: 
     underneath Mask to maximize cooling to eyelids.

    close the eyelid �aps and tuck  edges

k)  Adjustable splints: forms to nose, cheeks and around eyes.

�t the ears in the holes and adjust the

To Set-up the AQUECOOL  Device:
                             TM

• Insert Device tubing quick 
  disconnects (male end) into 
  AQUECOOL   device until you hear
  each one click.

  on the female end of the connectors
  until each one clicks.  Then re-insert male connectors.

TM

• Insert white connectors until you hear each one click (you
  should hear 2 clicks, one for each tube).

TM  

AQUECOOL    Device:   TM
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• If you have difficulty connecting
  the tubes, firmly press silver tabs

• Over�ll may prevent proper
  cooling. 

• Use distilled or �ltered water 
• Do not over�ll 

3.  Turn on the AQUECOOL   device by �rmly pressing  green on/o�
 switch and adjust temperature as desired

   TM

FreeText
AqueCool™ Full Face and Neck Mask 



Features:

AQUECOOL    Device:TM

TM

TM

 a) Device tubing (gray)
 b) Water level window  

 c) 
  

              Green light will illuminate when device is on.
 d) Temperature control knob: use control knob to 

: Press �rmly to turn device on or o�. 

quickly disocnnect Mask. Turn o� the AQUECOOL 

  

              adjust water temperature. 
 e) Quick disconnects (white): press silver tabs to   
 

 

     device before disconnecting Mask. To reconnect, 
 

     insert the connectors until each one clicks.

DO NOT over�ll.

 f ) 

AQUECOOL    Mask: Upper Face & Eye Mask

 

 g) 
              underneath mask to maximize cooling to eyelids
 h) Adjustable splint: adjust splint so that Mask forms to  
      nose and around eyes.
 i) Adjustable headstrap: use the Velcro head strap to  
    adjust compression to the face.
   
 

To Set-up the AQUECOOL    device:

1. Fill the water reservoir to the max level
 
 

2. Connect the gray device tubing to the AQUECOOL    device
 

• Insert device tubing quick
disconnects (male end) 

  

            into the AQUECOOL   device
            until you hear each one click.

   

           press silver tabs on the
           female end of the connectors 

  

           until each one clicks. Then
           re-insert male connectors.

        • If you have di�culty
          connecting the tubes, �rmly

3. Plug the power cord into an electrical outlet

 
 
 

To Use the Mask:
1. Place Mask on face 

 

 

 
 
 
 
 
 
 
 
 
 
 

 
 

• adjust for comfort and
  gentle compression

 

To Use the Mask (continued)

 • Adjust straps at back of head with Velcro closures
 • Adjust nose splint so that Mask forms to nose and 

  

           under eyes
 

2. Connect the Mask to the gray device tubing

1. Continued- Place Mask on face

 

• Insert white connectors until you hear them click
 

   (you should hear 2 clicks, one for each tube)

   

 • Check water level
 • Adjust temperature with temperature control knob

4.  
    connectors until you hear each one click

To disconnect Mask, firmly press silver metal tabs on
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• Over�ll may prevent proper
  cooling. 

• Use distilled or �ltered water 
• Do not over�ll 

TM

TM

3.  Turn on the AQUECOOL    device by �rmly pressing  green on/o�
 switch and adjust temperature as desired

TM

                             TM
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1.  Fill the water reservoir to the max level

3.  Plug the power cord into an electrical outlet

1.  Place Mask under chin and on face
(Neck strap can be worn to support the weight of the tubing)

2.  Connect the Mask to the gray device tubing

4.
     connectors until you hear each one click

To Use the Mask:

To Set-up the AQUECOOL  Device:Features:

a) Device tubing: (gray).
add water to MAX �ll line. DO NOT

over�ll.
b) Water level window: 

c)
     Green light will illuminate when device is on.
d) Temperature control knob: use control knob to adjust
     water temperature.
e) Quick disconnects: (white) press silver tabs to quickly

     before disconnecting Mask.  To reconnect, insert the
     disconnect Mask. Turn o� the AQUECOOL   device

     connectors until each one clicks.
use distilled or �ltered water.

Press �rmly to turn device on or o�.

f )

g) Adjustable head strap: use the Velcro to adjust 
     compression to the face.
h) Ear holes: 
     Mask to apply compression to any swollen areas. 
i)  Compression strap: angle strap to apply compression
     to swollen areas behind ear.
j)  Cheek splints: adjust splint so that Mask forms to
     cheeks.

• Insert device tubing quick 

• Over�ll may prevent proper
  cooling. 

  disconnects (male end) into 
  AQUECOOL   device until you hear
  each one click.

  on the female end of the connectors

• If you have difficulty connecting
  the tubes, firmly press silver tabs

  until each one clicks.  Then re-insert male connectors.

• Attach Velcro on top of head.
• Adjust for comfort and gentle
   compression.

• Cross each compression strap 
   behind head by attaching
   Velcro above ears.
• Use Velcro Extension pieces 
   to extend compression straps 
   for larger faces if needed.

• Insert white connectors until you hear each one click (you
  should hear 2 clicks, one for each tube).

• Adjust cheek splints so Mask forms to cheeks and temples.
• Adjust cheek splint to form Mask to face.

                             TM

2.  Connect the gray device tubing to the AQUECOOL     deviceTM

• Check water level.
• Adjust temperature with temperature control knob.

3.  Turn on the AQUECOOL   device by �rmly pressing  green on/o�
 switch and adjust temperature as desired

   TM

AQUECOOL   Lower Face & Neck Mask:
  TM

AQUECOOL   Device:
  TM

TM

TM

AQUECOOL
To Use the Mask (continued)

To disconnect Mask, �rmly press silver metal tabs on

• Use distilled or �ltered water 
• Do not over�ll 

:

1. Continued- Place Mask on face
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AqueCool™ Lower Face and Neck Mask


